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I 'K I Current Rating:3Amp
Uy U u VRV A | | Insulation Resistance:1000MOMin.
gqo e J-ﬁ ' Dielectric Withstanding Voltage:600VAC
X &0"'0 x — — Contact Resistance:20m(Max.
Dim.D Js © , 8.15 | Operating Temperature:—40°C to +105°C
0.48REF. N | | Materials
I~ - Contact Material:Phosphor Bronze
1}: D—‘Q P-_-ﬁ ﬁ_ Insulator Material:High Temperature
: \: Q qu Al M Thermoplastic, UL 94V-0 LCP or
i\ © o u o H the equivalent material
N g | H' All materials must meet Greenconn
2 | | requirement for environment protection.
| |
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| | 2.54+0.15 PIN 0.60X0.25 |11
! ! 2-¢1.10 g 6.80+0.30
2.54 X No. of Positions—5.08 *0.20 = Recommended P.C.Board
2.54 X No. of Contacts— 2.54+0.25 Layout
' Tolerance:£0.05
2.54 X No. of Positions +0.30 ( )
2 54
Ordering Information DimD | NOTE 7 i
C SHC221 — XX XX B 001 C 1 A X S8 | B0/ pins I I I I %/
—|— 10.15mm| 08~40pins of o
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No. of Pins per Row  Standard Plating Color Standard Packing /éB/ i
03~40 02=Gold Flash 1=Black Selce:gtl\tlje ePoc:klng V I I
Selective Plating A=Box
o g
— = a ape ce
B5=Feld Flosh/Tin G= AcgtatepTope+Tube 1.02
H=Acetate Tape+Tape&Reel
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